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INGENIO COMPACT | 10 kW - 20 kW

INGENIO COMPACT technical data

Rating (kVA) 10 15 20
Nominal Power (kW) 10 15 20
UPS dimensions WxDxH (mm) 440x800x800
UPS weight (kg) 75 76 76
UPS weight with internal battery (kg) 150 165 165
External bu&f;;[y):Hcﬁs:)dimensions 550x650x1200
BtierycsnRgariion Infernal (5*‘“”]‘;“2;”2: o aemal rerival (standand): Dibseallpesamal T93/840 clls
Input
Connection type Hardwired 4w
Nominal voltage 400 Vac 3-phase with neutral
Voltage tolerance _20%, +15% (rectifier); £10% (bypass)
Frequency and range 50/60 Hz, 40 to 70 Hz
Power factor 0.99
Current distortion (THD:i) <3%
Ovutput
Connection type Hardwired 4w
Nominal voltage 380/400/415 Vac 3-phase with neutral
Frequency 50/60 Hz
Power factor Up to 1, without power derating
Overload capacity 110% for 60 min, 125% for 10 min, 150% for 1 min
Efficiency (AC/AC)* Up to 98%
Classification by IEC/EN 62040-3 VFI-SS-11

Connectivity and function extensions

Front panel Touch screen display

Included: serial RS232; backfeed protection monitoring contact, remote EPO contact.

Optional: 2 slots for SNMP adapter, ModBus-RTU, contact relay card

Remote communication

Isolation transformer; transformers /autotransformers for vc|tqge Gd]us’rment;
Op’ricncﬂ function extensions external maintenance bypc:ss; custom but’rery cabinets; wall-mounted bc:’r’rery fuse switch box;
battery thermal probe; parallel kit; other options on request

System
Protection degree IP 20
Colour RAL 2005
Installation layout 30 cm wall-gap
Accessibilty Positioning casters; bottom cable entry

*according to IEC/EN 62040-3

Other features

Environmental

UPS operating temperature range 0°Cto +40°C
UPS storage temperature range -10°C to +70°C
Altitude (AMSL) < 1000 m without power reduction, > T000 m with reduction of 0.5% per 100 m
Audible noise at 1 m (dBA) < 52
Standards and certifications
Q”“'“Yh"‘“rr“”cef environment, SO 9001:2015, ISO 14001:2015, BS OHSAS 18001:2007
ealth and safety
Safety IEC/EN 62040-1
EMC IEC/EN 62040-2
Environment aspects IEC/EN 62040-4
Test and performance IEC/EN 62040-3
Protection degree IEC 60529
Marking CE
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