M T
K Series 1000-1500 W

Line Interactive UPS
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HIGH IP23
EFFICIENCY ENERGY



Technical Specifications | Kseles

Capacity 1000W 1500W
GENERAL

UPS Type Line Interactive

Input Voltage Range 220VAC -30% +20% 220VAC -30% +20%
Standard Features Overload, Over Temperature Protections

Operating Conditions Self Adaptive To Wide Operating Conditions

Remote Control Distance [m] 30

RF Operation Frequency 433,92 Mhz

Cooling / Colour Forced Air Cooling / White RAL9010

INPUT

Voltage 220VAC

Voltage Range -30% +20% -30% +20%
Frequency 50/ 60 Hz

OUTPUT

Output Voltage [AC Mode] 220VAC

Output Voltage [Battery Mode] 220VAC

Frequency [Battery Mode] 50/ 60 Hz

BATTERY

Battery Type 12V VRLA AGM

Quantity x Capacity [Ah] 2x7 Ah 4x12 Ah
Typical Recharge Period 12 Hours Recover to 90% Capacity
COMMUNICATION

Audible and Visual Alarms LED & Buzzer

ENVIRONMENT

Operating Temperature 0°C ~ 40°C

Storage Temperature 0°C ~ 40°C

Operating / Storage Relative Hum. 20% ~ 90% Non-Condensing

Outlet Terminal Block

AVR Feature Yes

Package Content One Piece Gift Box in One Carton

DIMENSIONS & WEIGHT

Dimensions (WxDxH) [mm] 242x80x320 346x120x265
Net Weight [kg| 6.4 21
Lifting Weight [kg] 160 ~ 220 400
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