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Technical Specifications

HT-C Series

Model

MAIN INPUT

Grid System

Rated Input Voltage
Rated Frequency
nput Voltage Range

nput Frequency Range

nput Power Factor

nput Current THDI
BYPASS INPUT

Rated Bypass Voltage
Rated Frequency

Bypass Voltage Range
Bypass Frequency Range
Bypass Overload

OUTPUT

Rated Inverter Voltage
Rated Frequency
Output Power Factor
Voltage Precision
Transient Response
Transient Recovery

Output Voltage THDu

Inverter Overload
Frequency Regulation
Synchronized Range

Synchronized Slew Rate

BATTERY AND CHARGER

Battery Rate Voltage
Charger Voltage Precision
Charger Power
EFFICIENCY

Normal Operation
Battery Operation
SYSTEM

Display

Interface

Option
ENVIRONMENTAL
Operation Temperature
Storage Temperature
Relative Humidity
Noise (1 meter)

Altitude

PHYSICAL DATA

Dimensions (WxDxH) [mm]
Weight [kq]

HT-C HT-C HT-C HT-C AIl-C HT-C HT-C HT-C HT-C HT-C HT-C
60 KVA  80kVA  90kVA 100 kVA 120kVA 150 kVA 200 kVA 250 kVA 300 kVA 400 kKVA 500 kVA

3 Phases + Neutral + Ground
380/400/415VAC (Line-Line)
50/60Hz
*304~478Vac(Line-Line), Full Load; 228V~304Vac(Line-Line), Load Decreases Linearly According To The Min Phase Voltage”
40Hz~70Hz
>0.99
<3% (Full Linear Load)

380/400/415VAC (Line-Line)
50/60Hz
Selectable, Default -20%~+15%; Up Limit: +10%, +15%, +20%, +25%; Down Limit: -10%, -15%, -20%, -30%, -40%
Selectable, +1Hz, +3Hz, +5Hz

110% Long Term Operation;
110%~125% Last For More Than 5 Min.
125~150% Last For More Than 1 Min.
>150% Last For More Than 1s

125% Long Time Operation;
125% < Load < 130%, Last For More Than 10 Min.
130% < Load < 150%, Last For More Than 1 Min.
>150%, Last For More Than 300ms

380/400/415VAC (Line-Line)
50/60Hz
0.9/1
+2%
<5% For Step load (20% - 80% -20%)
< 30ms For Step Load (0% - 100% -0%)
<1,5% From 0% to 100% Linear Load
<6 (Non-Linear Load) According to IEC/EN62040-3
<110%, 60min; 110%~125%,10min; 125%~150%,1min; >150%, 200ms
50/60Hz + 0.01%
Settable, +0.5Hz ~ +5Hz, Default +3Hz
Settable, 0.5Hz/S ~ 3Hz/s, Default 0.5Hz/s

+240VDC
1%
Max = 20% System Power

>95% >96% >95% >96% >95% >96%
>95% >96% >95% >96% >95% >96%
LED + LCD + Touch Screen

RS232, RS485, USB,
Programmable DRY Contact, Battery Cold Start

SNMP, AS400, Parallel Kit,
Battery Cold Start, SNMP, AS400, Parallel Kit, Lightning Protection Components, Dust Filter, LBS Lightning Protection Components, Dust Filter, LBS

RS232, RS485, USB, Programmable DRY Contact

0~40°C
-40 ~ 70 °C
0 ~ 95% (Non Condensing)
65dB @ 100% Load, 62dB @ 45% Load
<1000m, Load Derated 1% Per 100m From 1000 ~ 2000m

60079807950 600*980*1150 600*980*1400 6009801150 600*980*1400 65079601600 6509602000 1300x1100x2000
170 210 201 210 206 305 350 445 490 810 900
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