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Technical Specifications I-MUS Series

Rated Power / Max. Output Power 60 kVA / 60 kW 120 kVA / 120 kW 200 kVA /200 kW
Power of Each Module 20 kVA 20 kVA 20 kVA
Max. Number of UPS Modules 3 8 10
GENERAL

UPS Type / Technology Modular Design (Centralized Parallel Architecture) / Online Double Conversion Technology
MTBF / MTTR > 200,000 hrs / < 10 mins.

Output Power Factor 1

Display Parameteres via LCD AC Inpit PV,I,F DC Input P,V,I AC Output P,V,|,F for all 3 Phases. Bypass, Battery Data

True Redundancy /[ N+1 ] N+ 1& N + X Paralleling Options / Up To 3 or 4 Units

AC Input, DC Input, AC Output Internal Fuse Per Module
Breicr o Overload, Output Shortcircuit, Input Phase Charge, Deep Discharge
Self Diagnosis Through Catena or Web Browser Connection Up To Module Level.

Troubleshooting Event Record in Log File, Battery Discharge Table (max 4) Posibility to Upload on USB Sitck of File.

EFFICIENCY

Overall Efficiency >96% @ 100% Rated Load

Smart Eco Mode Efficiency >99%

INPUT

Rated Voltage 380/400/415VAC 3P + N+ GND

Voltage Range -30% ~ +25%

Rated Frequency 50 or 60 Hz

Frequency Range 47 ~ 63 Hz

Power Factor 0.99

THDI < 2%

OUTPUT

Rated Voltage / Voltage Stability 380/400/415VAC 3P + N + GND / 1% (Balanced Load), 3% (Unbalanced Load)
Rated Frequency / Freq. Accuracy 50Hz or 60Hz / + 0.03%

THDv < 2% (Linear Load), < 4% (Non-Linear Load)

Crest Factor 2.7

Overload Capability Continous @ 100% ~ 110% Rated Load; 15 Sec @ 130% Rated Load
BATTERY

Rated Voltage / Quantity + 240VDC / 34 (-2) pcs 12VDC VRLA AGM (Selectable)
COMMUNICATION

Advanced Communication Dry Contacts, SNMP Card, USB, EPO, Generator Interface, TCP-IP, MODBUS
Remote ON/OFF Remote EPO or SNMP over LAN

ENVIRONMENT

Operating Temperature 0°C to 40°C

Recommended Operating Temperature 15°C to 25°C

Storage Temperature -25°C to 70°C

Altitute / Relative Humidity < 1500m Above Sea Level; / 0to 95%, Non-Condensing

Audible Noise < 96dBA (1m)

STANDARDS

Safety / EMC / LVD / Performance EN50091-1-1; IEC62040-1-1; AS 62040-1-1 / EN50091-2; IEC62040-2; AS 62040-2(C3) / EN50091-3; IEC62040-3; AS 62040-3 (VFI SS 111)
DIMENSIONS & WEIGHT

Dimensions (WxDxH) [mm] 600x800x2100 600x800x2100 600x800x2100

Weight [kg] 198 108 210
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