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Technical Specifications RM60/20

System Capacity 60 kVA / 54 KW

Power Module Capacity 20 kVA / 18 kW

Max. Number of UPS Modules 3

INPUT

Dual Input Optional

Phase 3 Phase + Neutral + Ground, 380V/400V/415V (Line-Ling)

Input Voltage Range
Rate Frequency

Input Frequency Range
Input PF

Input THDiI

BYPASS

Rate Voltage

Rate Frequency

Input Voltage Range

Bypass Frequency Range

Bypass Overload
OUTPUT

Rated Voltage
Voltage Regulation
Rate Frequency
Frequency Precision
Output PF

Outpu THDu

Crest Factor
Inverter Overload
BATTERY

Voltage

Battery Number
Voltage Precision
Charge Power
Battery Cold Start
SYSTEM

304~478 VAC (Line-Line), Full Load; 228~304 VAC (Line-Line), Load Decreases Lineary According to the Min Phase Vol.

50/60 Hz
40Hz ~ 70 Hz
> 0.99
<3% (100% Linear Load)

380 /400 / 415 VAC (Line-Line)
50/60 Hz
Settable, -40% ~ +25%
Settable, +1Hz, +3Hz, +5Hz

125% Long Term Operation; 130% for 1 Hour; 150% for 6 Mins; 1000% for 100 Ms

380 /400 / 415 VAC (Line-Ling)
1% for Balance Load; 1.5% For Unbalance Load
50/60Hz

0.1%

0.9
< 1%, Linear Load; < 5.5%, Non-Linear Load
3:1
110% for 1 Hour; 125% for 10 Mins; 150% for 1 Min; >150% for 200 Ms

+ 240 VDC
40pcs (Settable: Even Number From 32 to 44)
+1%
up to 20% * Output Active Power
Standard

Efficiency AC Mode : 95.0% - ECO Mode : 99.0% - Battery Mode : 95.0%

Display 5.7” Touch Screen LCD + LED + Keyboard

IP Class IP20

Interface RS232, RS485, Programmable Dry Contact

Option SNMP Card, Parallel Kit, SPD, LBS, Dust Filter

Temperature Operation: 0~40 °C - Storge: -40~70 °C

Relative Humidity 0~95% Non-Condensing

Altitude <1000m Within 1000m to 2000m, Power Derate 1% For Every 100m Rise
Noise (1 Meter) 55dB @ 50% Load

Applicable Standards Safety: IEC/EN 62040-1-1 EMC: IEC/EN 62040-2 Performance: IEC/EN 62040-3
PHYSICAL

Weight [kg] Cabinet: 250 - Power Module: 22 - Battery Package: 10 (Without Battery)
Dimensions (WxDxH) [mm] Cabinet: 600x1020x2000 - Power Module: 440x590x134 - Battery Package: 120x824x177
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