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Teohnical Specifioations

Capacity 2000VA 3000VA
GENERAL

UPS Type Line Interactive

Output Power Factor 0.8

Input Voltage Range 220VAC + 26%

Standard Features Overload, Over Temperature, Short Circuit, Over Charge, Over Disharge
Operating Conditions Self Adaptive To Wide Operating Conditions and Comprehensive Table or Troubleshooting
Outlet 2 pcs Schuko & 1 piece IEC C13 3 pcs Schuko & 3 piece IEC C13
AVR Feature Yes

INPUT

Rated Voltage 220 VAC

Voltage Range + 26%

Frequency Frequency Range 50/60Hz (Auto Detection); 50/60Hz + 10%

OUTPUT

Rated Voltage / Voltage Accuracy 220/230/240VAC = 5%

Frequency / Frequency Accuracy 50/60Hz + 0.3 (Auto Sensing)

Voltage Distortion [THDV] < 5% (Linear Load)

Waveform [AC Mode / Battery Mode] Pure Sine Wave

BATTERY

Battery Type 12V VRLA

Quantity x Capacity [Ah] 3x7 Ah 4x7 Ah
Typical Recharge Period 8 Hours Recover to 90% Capacity
COMMUNICATION

Advanced Communication USB & RJ45; AS400, SNMP, Ext. Batt. (Optional)

Audible and Visual Alarms LCD, LED, Buzzer

ENVIRONMENT

Operating Temperature 5°C ~ 40°C

Storage Temperature 5°C ~ 40°C

Operating / Storage Relative Hum. 10% ~ 90% Non-Condensing

Audible Noise < 50 dBA (1m)

DIMENSIONS & WEIGHT

Dimensions (WxDxH) [mm] 144x411.5x215 190x467x335.5
Packing Dimension (WxDxH) [mm] 236x492x316 320x592x462
Net Weight [kg] 18.5 28.1
Gross Weight [kg] 19.8 30.2
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